
LNB 

TL 880 OCTO 

8 universal LNB in one case 
Single dish to 8 receiver distribution 

TECHNICAL 
SPECIFICATIONS 
Dimensions 105x45x135 mm 

Weight 200 gr 

P/N DPT-002-MDU5 

RF 10.74 - 10.95 GHz , 11.45 - 11.70 GHz 

LO1 12.6469 GHz 

LO2 12.9765 GHz 

LO3 12.5840 GHz 

LO4 12.8943 GHz 

TECHNICAL 
SPECIFICATIONS 

 

Frequency 10.7-12.75 GHz 

Noise Level 0.3 dB 

Lo:9.75 / 10.600 GHz 

Dimensions 135x50x140 mm 

Weight 400 gr 

 

MDU 5 DIGITURK 

GGeenneerraall  FFeeaattuurreess
• Mdu 4 contains larger and more band spacing compared to lgb.

• Mdu 5 Original digiturk lnb is used in central power plant systems.

• Digiturk and Digiturk are the original digiturk power plant LNB that you can use for
HD Plus easily. 

• MPEG-4 broadcasts can also get smoothly. It is a product recommended by Digiturk
authorized services. 

• One Cable Solution (One Touch) is a Single Polarized product and absolutely no
problem

TL 444 UNIVERSAL QUAD 

• Universal LNB in single sheath
• 4 Can be used independently with single LNB with receiver
• Compatible for Full HD broadcasts
• Protected F connector rain

TSF 08 WAY RF 
   TECHNICAL SPECIFICATIONS 

SPLITTER 
5-1000 MHz
RF Splitter 

5 - 1000 MHz 

Dimensions 135x20x55 mm 

Weight 98,2 gr 

TSF 06 WAY RF 
   TECHNICAL SPECIFICATIONS 

5 - 1000 MHz 

Dimensions 135x20x55 mm 

Weight 95,2 gr 

TSF 04 WAY RF 
   TECHNICAL SPECIFICATIONS 

5 - 1000 MHz 

Dimensions 80x20x50 mm 

Weight 52,6 gr 

TSF 03 WAY RF 
   TECHNICAL SPECIFICATIONS 

5 - 1000 MHz 

Dimensions 75x15x45 mm 

Weight 43,4 gr 

TSF 02 WAY RF 
   TECHNICAL SPECIFICATIONS 

5- 1000 MHz.

Dimensions 50x15x45 mm 

Weight 31,2 gr 
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SPLITTER 
5-2400 MHz
RF IF Splitter 

TSF 06 WAY IF 
   TECHNICAL SPECIFICATIONS 

TSF 08 WAY IF 
   TECHNICAL SPECIFICATIONS 

5-2400MHz signal divider for satellite signals

All inputs pass through DC. 

100dB shielding against digital signals, 

Strain attenuation 7.5dB in 1750 MHz  

Return loss > 14dB

Weight 109 gr 

TSF 03 WAY IF 
    TECHNICAL SPECIFICATIONS 

 
TSF 04 WAY IF 
   TECHNICAL SPECIFICATIONS  

5-2400MHz signal divider for satellite signals, All inputs pass through DC. 

100dB shielding against digital signals, Strain attenuation 7.5dB in 1750 MHz

Return loss > 14dB

Dimensions 75x15x45 mm 

Weight 41,8 gr 

TSF 02 WAY IF 
    TECHNICAL SPECIFICATIONS 

5-2400MHz signal divider for satellite signals, All inputs pass through DC. 

100dB shielding against digital signals, Strain attenuation 7.5dB in 1750 MHz

Return loss > 14dB

Dimensions 55x15x45 mm 

Weight 27,2 gr 

5-2400MHz signal divider for satellite signals

All inputs pass through DC. 

100dB shielding against digital signals, 

Strain attenuation 7.5dB in 1750 MHz 

Return loss > 14dB

Weight 109 gr 

5-2400MHz signal divider for satellite signals, All inputs pass through DC. 

100dB shielding against digital signals, Strain attenuation 7.5dB in 1750 MHz

Return loss > 14dB

Dimensions 55x15x45 mm 

Weight 31 gr 

184 %100
Geri Dönüşüm

TAP OFF
5-2400 Mhz
RF IF Tap Off

TF 1412
TECHNICAL

SPECIFICATIONS
TF1412 4 Way Tap 12dB

5-2400 MHz

Dimensions 70x15x50 mm

Weight 45 gr

SPECIFICATIONS
TF 1216 2 Way Tap 16dB

5-2400 MHz

Dimensions 55x15x45 mm

Weight 27,2 gr

TF 1212

TF 1108

TT 1208 2 WAY

TECHNICAL
SPECIFICATIONS

TF 1212 2 Way Tap 12dB

5-2400MHz

Dimensions 55x15x45 mm

Weight 27,2 gr

TECHNICAL
SPECIFICATIONS

TF-1108 1 Way Tap 8dB

5-2400 MHz

Dimensions 55x15x35 mm

Weight 26,6 gr

TECHNICAL
SPECIFICATIONS

TT-1208 2 Way Tap 8 dB

5-1000 MHz

Dimensions 55x35x45 mm

Weight 27.2 gr

TECHNICAL
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